






Installation

14_ Installation

aDJusTing ThE moniToring DirECTion for ThE CamEra

 ` Adjusting the monitoring direction 
You can adjust the camera direction only when the camera is fixed on the ceiling. 
Where, rotating the camera unit to the left or right is called Pan, adjusting the tilt 
is called Tilt, and turning the lens on its axis is called Rotation.

 - The effective range of pan is a total of 354 degrees.
 - The effective range of rotation is a total of 355 degrees.
 - The effective range of tilt is a total of 68 degrees.

 ` Methods of adjustment
1.   After installing the camera, adjust the panning angle in consideration of the 

monitoring direction.
2.   Set the horizontal angle so that the image is not reversed.
3.  Adjust the tilt angle so that the camera faces toward the monitoring object.

Pan

Tilt Lens rotation
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connection

ConnECTing To moniTor

Connect the Video OUT port on the rear panel of the camera to a AHD DVR.

 y  As the connecting method varies with the instruments, refer to the manual supplied 
with the instrument.

 y  Only connect the cable when the power is turned off.

ConnECTing To PoWEr
You can connect power as shown in the following figure.

SCD-6023R

AHD DVR

Power Input Terminal

Monitor



connection

16_ connection

When the resistance value of copper wire is at [20°C(68°F)] 

Copper wire size (AWG) #24 (0.22mm2) #22 (0.33mm2) #20 (0.52mm2) #18 (0.83mm2)

Resistance value(Ω/m) 0.078 0.050 0.030 0.018

Voltage Drop (V/m) 0.028 0.018 0.011 0.006

 y  As shown in the table above, voltage decreases as the wire gets longer.  
Therefore use of an excessively long adaptor output line for connection to the camera 
may affect the performance of the camera.

※ Standard voltage for camera operation : DC 12V±10%
※  There may be some deviation in voltage drop depending on the type of wire and the 

manufacturer.

 M  ` Be sure to connect power only after all the installation is complete.

using Coaxial CommuniCaTions
 y  Coaxial Communications System
 y  OSD Control method

CAMERA DVR

SET MENU/ENTER

UP UP KEY

DOWN DOWN KEY

LEFT LEFT KEY

RIGHT RIGHT KEY

●   : BNC
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Distance Recommended Cable 
Specification

500m 75-5 Coaxial Cable

MM  `  It is recommended that pure copper coax cable is used and not copper coated steel, as this will 
cause issues with the communication over the coaxial cable.

 ` To ensure picture quality, only single-channel video output connector can be used while camera 
connected to other video equipments.

 - Video Cable 
  The camera's video output port is connected to the DVR with a BNC coaxial 

cable, shown below. 
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mEnu ConfiguraTion

main sETuP

PROFILE
● BASIC ● DAY/NIGHT ● BACKLIGHT
● ITS ● INDOOR ● USER

D-WDR ● ON ● OFF

WHITE BAL
● ATW ● OUTDOOR      ● INDOOR
● MANUAL     ● AWC  SET  

EXPOSURE
● BRIGHTNESS ● SHUTTER ● AGC  
● SSNR4  ● RETURN

BACKLIGHT ● OFF ● USER BLC ● HLC

SPECIAL
● DISPLAY ● COMM ADJ ● IMAGE ADJ 
● VIDEO OUTPUT  ● DAY/NIGHT ● DEFOG  
● PRIVACY ● MOTION  ● RETURN

EXIT ● SAVE  ● NOT SAVE  ● RESET

mEnu sETuP

For function setting, you can use the function setting switch inside the dome cover.

camera operation

Function Setup switch
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1. Press the Function Setup switch.
 y Main SETUP menu is displayed on the monitor screen.

2. Select a desired function using the Function Setup switch.
 y Place the cursor over a desired item.

3. Set up a selected item by using the Function Setup switch.
4. To finish the setting, select ‘EXIT’ and press the Function Setup switch.

 M  ` An item with the  icon also has sub menus. To select a sub menu, select an item with the 
icon and press the Function Setup switch.

 `  An item with the --- icon is unavailable due to function settings.

ProfilE

1. When the SETUP menu screen is displayed, select ‘PROFILE’ by using the Function 
Setup switch so that the arrow indicates ‘PROFILE’.

2.   Select a desired mode using the 
Function Setup switch according to 
the picture display you want. 

 y basiC :  The most common envi-
ronment is set to meet.

 y DaY/nighT :  It will be set 
automatically so it 
optimizes to the day 
or night conditions, 
respectively.

 y baCKlighT :  It will be set automatically so you can distinguish the object from 
the background in a severe backlighting scene.

 y iTs : It will be set automatically so you can easily check the traffic conditions.

MAIN SETUP
▶ 1. PROFILE  BASIC  

 2. D-WDR ON   

 3. WHITE BAL  ATW

 4. EXPOSURE

 5. BACKLIGHT  OFF  

 6. SPECIAL    

 7. EXIT SAVE

Change the status 
using the Function 
Setup switch.

Select the function  
using the Function 
Setup switch.

MAIN SETUP

▶ 1. PROFILE  BASIC

 2. D-WDR  ON

 3. WHITE BAL  ATW

 4. EXPOSURE

 5. BACKLIGHT  OFF

 6. SPECIAL    

 7. EXIT SAVE
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camera operation
 y inDoor :  It will be set automatically to help you take a picture in a regular indoor 

lighting condition.
 y usEr : Automatically configures the camera to your custom settings.

1)  Select Custom for Simple Setup mode. 
2)  Configure the menu options to your custom settings. 
3)  The settings are automatically saved as Custom mode.
4)  Profile user mode don't initialize when menu resets.

3. In the PROFILE menu, you can configure the following camera settings at once.

BASIC DAY/NIGHT BACKLIGHT ITS INDOOR USER

SHUTTER 1/5~1/12000 1/5~1/12000 1/5~1/12000 1/200~1/12000 A.FLK -

AGC HIGH HIGH HIGH HIGH HIGH -

WHITE BAL ATW ATW ATW OUTDOOR INDOOR -

BACKLIGHT OFF OFF USER BLC OFF OFF -

SSNR4 ON ON ON ON ON -

DAY/NIGHT AUTO AUTO AUTO AUTO AUTO -

 M  ` If you select the ITS, the shutter will be set to 1/200 sec. Noise can be detected at 
night.

D-WDr
When there are both bright and dark areas at the same time, this mode makes both areas 
distinctive.

1. When the SETUP menu screen is displayed, select ‘D-WDR’ by using the Function 
Setup switch so that the arrow indicates ‘D-WDR’.

2. Select a desired mode using the 
Function Setup switch.
 y lEVEl :  Adjust the WDR Brightness by 

controlling the bar from 1 to 32.

D-WDR SETUP
▶ 1. LEVEL  IIIIIIIIIIIIIIIIIIIII  15

Press Set To Return

<D-WDR ON> <D-WDR OFF>
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 M  ` In D-WDR mode, there can be noise between a bright and dark area.
 ` Depending on light conditions, unnatural changes or symptoms can occur on the screen so 

deactivate the user mode.

White bal (White balance)

Use the White Balance function to adjust the screen color.

1. When the SETUP menu screen is displayed, select ‘White Bal’ by using the 
Function Setup switch so that the arrow indicates ‘White Bal’ .

2. Select a desired mode using the 
Function Setup switch.

※  Select one of the following 5 modes, 
as appropriate for your purpose.

 y aTW :  Select this when the color 
temperature is between 1,800˚K and 10,500˚K.

 y ouTDoor :  Use it in a color temperature range of 1,800K to 10,500K.(including 
Natrium). Auto adjustment is made to optimize the camera color to 
the outdoor environment.

 y inDoor :  Select this when the color temperature is between 4,500˚K and 8,500˚K. 
Automatically adjusts the camera color for optimization to the indoor 
environment.

 y manual :  Select this to fine-tune White 
Balance manually. Set White 
Balance first by using the 
ATW or AWC mode. After that 
button to MANUAL mode, 
fine-tune the White Balance 
and the Function Setup switch.

 y aWC→sET :  To find the optimal luminance level for the current environment, point the 
camera towards a sheet of white paper and press the Function Setup switch. 
If the environment changes, readjust it. 

WB MANUAL

▶ 1. RED GAIN  IIIIIIIIIIIIIIIIIIIII  110
     2. BLUE GAIN  IIIIIIIIIIIIIIIIIIIII  138

 3. RETURN

MAIN SETUP
 1. PROFILE  BASIC  
 2. D-WDR  ON   

▶ 3. WHITE BAL  ATW
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camera operation

 M  ` White Balance may not work properly under the following conditions. In this case select the 
AWC mode.
1  Select this When the color temperature of environment surrounding the subject is out of 

the control range (e.g. clear sky, or sunset)
2  When the ambient illumination of the subject is dim.

 `   If the camera is directed towards a fluorescent light or is installed in a place where 
illumination changes dramatically, the White Balance operation may become unstable.

ExPosurE

1.  When the SETUP menu screen is displayed, select ‘EXPOSURE’ by using the 
Function Setup switch so that the arrow indicates ‘EXPOSURE’.

2. Select a desired mode using the Function Setup switch.
 y brighTnEss :  Adjusts the video 

brightness. 

 y shuTTEr : You can select the 
shutter.

 - MIN : 1 ~ 1/12000
 - MAX : 1/60 ~ 1/12000(NTSC) , 

1/50 ~ 1/12000(PAL)
 - A.FLK :  Select this when you experience picture flicker, this happen when 

there is a clash with the installed lighting frequency.

 M  ` The greater the shutter value the brighter the screen is but the more the residual images of 
objects there are.

 ` If the min shutter value is large, it can cause noise, spots and white areas but still operate normally.
 ` If you do not use the AGC mode on the exposure menu, it cannot be set above 1/60sec.
 ` Depending on the setting range of the minimal/maximal shutter, the screen exposure can 

become saturated.

 y agC (off/loW/miDDlE/high/VErY high) : 
The higher the gain level, the brighter the screen - but the greater the noise.

 y ssnr4 :  This function reduces the background noise in a low luminance environment.
 - OFF :  Deactivates SSNR4. Noise is not reduced.
 - ON :  Activates SSNR4 so that noise is reduced.

EXPOSURE SETUP
▶ 1. BRIGHTNESS IIIIIIIIIIIIIIIIIIIII  50
 2. SHUTTER 
 3. AGC HIGH
 4. SSNR4 ON
 5. RETURN 
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 M  ` When adjusting the noise reduction level in the SSNR4 mode, remember that the higher the level 
set, the more the noise level will be reduced, as will the brightness of the image.

baCKlighT

The camera uses our own NVP2440H chips that are designed to clearly display the 
object and the background despite severe reverse light.
1. When the SETUP  menu screen is displayed, select ‘BACKLIGHT’ by using the 

Function Setup switch. so that the arrow indicates ‘BACKLIGHT’.
2. Select a desired mode using the Function Setup switch depending on the 

camera purpose.
 y usEr blC : 

 Enables a user to select a desired area on 
a picture and view that area more clearly.
 -   LEVEL :  Adjusts the brightness 

level of a monitoring area. 
 -  TOP/BOTTOM/LEFT/RIGHT :  

Adjust the area to be enhanced.

 - RETURN :  Return to the MAIN 
SETUP menu.

 y  hlC (high light Compensation) :  
�This function masks the strong light 
to minimize white out due to over 
exposure and preserve much of the 
on-screen details when the camera 
aims a strong light source.
 -  LEVEL :  Adjusts the brightness 

level of a monitoring area.
 - LIMIT :  Enable to change the 

operating condition.
 -  TOP/BOTTOM/LEFT/RIGHT : Adjust the area to be enhanced.

 - RETURN :  Return to the MAIN SETUP menu.

 M  ` If the white balance menu is set to manual, then HLC performance can be limited.
 ` If you use the defog and HLC functions at the same time, saturation can occur in a bright 

environment.
 ` Because there can be a difference in the effectiveness of HLC according to the amount of 

light area in the screen, optimize the installation angle for the best HLC performance.
 ` When dark, the HLC is only activated when a bright light exceeding a specifi c size. (In NIGHT ONLY mode).
 ` The HLC is not activated in day light or when bright light is not present at night. (In NIGHT ONLY mode).

BLC SETUP
▶  1. LEVEL MIDDLE
 2. TOP IIIIIIIIIIIIIIIIIIIII  3
 3. BOTTOM IIIIIIIIIIIIIIIIIIIII  7
 4. LEFT IIIIIIIIIIIIIIIIIIIII  5
 5. RIGHT IIIIIIIIIIIIIIIIIIIII  12
 6. RETURN

HLC SETUP
▶ 1. LEVEL MIDDLE
 2. LIMIT NIGHT ONLY

 3. TOP IIIIIIIIIIIIIIIIIIIII  3
 4. BOTTOM IIIIIIIIIIIIIIIIIIIII  7
 5. LEFT IIIIIIIIIIIIIIIIIIIII  5
 6. RIGHT IIIIIIIIIIIIIIIIIIIII  12
 7. RETURN
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camera operation
sPECial

1.  When the SETUP menu screen is displayed, select ‘SPECIAL’ by using the 
Function Setup switch so that the arrow indicates ‘SPECIAL’.

2. Select a desired mode using the 
Function Setup switch.

 y DisPlaY
❶M If the SPECIAL menu screen is 

displayed, use the Function Setup 
switch so that the arrow indicates 
‘DISPLAY’.
❷MMSelect a desired mode using the 

Function Setup switch.

 - CAM TITLE

❶MM If the DISPLAY menu screen 
is displayed, use the Function 
Setup switch so that the arrow 
indicates ‘CAM TITLE’.

❷MM Set it to ‘ON’ by using the 
Function Setup switch. 

❸MMPress the Function Setup switch.
❹MMUse the Function Setup switch to 

move to a desired letter and select the letter by pressing the Function Setup 
switch. Repeat this to enter multiple letters. You can enter up to 15 letters.

❺MMEnter a title, move the cursor to ‘POS’ and 
press the Function Setup switch. The entered 
title appears on the screen. Select the position 
to display the title on the screen by using the 
Function Setup switch and press the Function 
Setup switch. When the position is determined, 
select ‘END’ and press the Function Setup switch 
to return to the DISPLAY menu.

MM  `  When the CAM TITLE menu is ‘OFF’, no title will be displayed on the monitor screen even if you enter one.
 `  and Numbers are available in this mode.
 `   If you move the cursor to CLR and press the Function Setup switch, all the letters are deleted. To 

edit a letter, change the cursor to the bottom left arrow and press the Function Setup switch. 
Move the cursor over the letter to be edited, move the cursor to the letter to be inserted and then 
press the Function Setup switch.

 FRONT DOOR

SPECIAL SETUP
▶ 1. DISPLAY 
 2. COMM ADJ 
 3. IMAGE ADJ 
 4. VIDEO OUTPUT HD
 5. DAY/NIGHT AUTO
 6. DEFOG OFF
 7. PRIVACY OFF
 8. MOTION OFF
 9. RETURN

A B C D E F G H I J K L M
N O P Q R S T U V W X Y Z
a b c d e f g h i j k l m
n o p q  r s  t  u  v  w  x  y  z
- . 0 1 2 3 4 5 6 7 8  9

← →        CLR  POS  END

CAMERA TITLE SETUP
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 - FONT COLOR :  You can change the OSD font color. (White, Yellow, Green, Red, Blue)

 - LANGUAGE : You can select the menu language according to your requirements.

 - RETURN : Return to the SPECIAL menu.
 y Comm aDJ (Communication adjustment) : 

 - COAX :  You can select whether to 
use COAX communication. 

 - RETURN :  Return to the SPECIAL 
menu.

 y imagE aDJ 
�❶MMIf the SPECIAL menu screen is 

displayed, use the Function Setup 
switch so that the arrow indicates 
‘IMAGE ADJ’.

❷MMSelect a desired mode using the 
Function Setup switch.

 - GAMMA :  
The setting range is 0.35~1.0 . 
The closer to 1.0 the setting is, the 
darker it gets. default value is User, 
User is the optimum setting.

 - PED LEVEL :   The setting range is 1 ~ 100.  The closer to 100 the setting is, the higher 
the PED level gets.

 - COLOR GAIN :  The setting range is 1 ~ 100. The smaller the setting value is the 
smaller the color gain gets and the more color blind it gets.

 - H-REV :  Flip an image horizontally.
 - V-REV :  Flip an image vertically.
 - SHARPNESS :  Select a mode to adjust the thickness of an image’s sharpness. 

Depending on the image, adjust it to an appropriate value.
 y OFF :  Released state
 y ON :  The setting range is 1 ~ 32.

 - RETURN :  Return to the SPECIAL menu.

�M  ` When the V-REV or H-REV mode is enabled, the text on the screen does not flip.

 ` If you increase the SHARPNESS level too high, the picture may become distorted or noise may appear.

COMM SETUP

▶ 1. COAX  ON
 2. RETURN

IMAGE SETUP
▶ 1. GAMMA USER

 2. PED LEVEL IIIIIIIIIIIIIIIIIIIII  1
 3. COLOR GAIN IIIIIIIIIIIIIIIIIIIII  50
 4. H-REV OFF

 5. V-REV OFF

 6. SHARPNESS ON

 7. RETURN
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camera operation
 y ViDEo ouTPuT
�❶M If the SPECIAL menu screen is displayed, use the Function Setup switch so 

that the arrow indicates ‘VIDEO OUTPUT’.
❷MMSelect a desired mode using the Function Setup switch.

 - HD : HD Video resolution(1920X1080)
 - SD : SD Video resolution

�M  ` Please exit the menu and hold the  “function setup switch” for over 5 seconds, it can switch HD/SD.

 y DaY/nighT :� You can display pictures in color or in black and white.
�❶  If the SPECIAL menu screen 

is displayed, use the Function 
Setup switch so that the arrow 
indicates ‘DAY/NIGHT’.
❷  Select a desired mode using the 

Function Setup switch according 
to the picture display you want.

 - auTo :  The mode is switched to ‘Color’ in a normal environment, but 
switches to  ‘B/W’ mode when ambient illumination is low. To set up 
the switching time for AUTO mode, press the Function Setup switch.  
You can turn on or off the burst signal on B/W mode.

 y BURST MODE :  Activate or deactivate  the burst mode to maintain or 
remove the color signal.

 y DURATION :  This function is used to select the brightness of light where 
switching occurs.

 y DWELL TIME :  You can select day/night switching delay time from. 
→ 3s, 5s, 7s, 10s, 15s, 20s, 30s, 40s, 60s

�M  ` If you set the AGC mode to off on the exposure menu, you cannot switch the day/night mode to auto.
 ` When a bright light source is in the screen or there are frequent brightness changes, if you use the 

auto night/day mode, and set the switching time to short (3, 5 sec), a hunting can be caused.  In this 
situation, it is recommended to use the default setting (30 sec).

 - COLOR : The picture is always displayed in color.

 - B/W :  The picture is always displayed in black and white.
 y BURST MODE :  Activate or deactivate the burst mode to maintain or remove 

the color signal.
 y IR MODE :  When IR LED is turned on in B/W, the objects can be clearly 

identified due to the function that decreases screen saturation of 
objects within a short distance.

AUTO SETUP
▶ 1. BURST MODE ON

 2. DURATION NORMAL
 3. DWELL TIME 30 SEC
 4. RETURN
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 y DEfog : �You can use the defog mode to allow the camera to automatically 
detect the fog density of the screen and display a clear image despite 
smog, fog or general poor visibility.

�❶MMIf the SPECIAL menu screen is 
displayed, use the Function Setup 
switch so that the arrow indicates 
‘DEFOG’.

❷MMSelect a desired mode using the 
Function Setup switch.

 - AUTO :  Adjust the level automatically.
 - Manual :  Depending on the defog level set by the user, adjust the clarity of image. 

(LOW, MIDDLE, HIGH)
 - OFF : Released state

�M  ` If the defog mode is set to Auto, and if the amount of fog is reduced, the function level will be 
also reduced. If you want to maintain the same level of defogging, set it to Manual.

 ` If there is little fog and the manual fog level is high, the screen contrast can get high.

 y PriVaCY :��Mask an area you want to hide on the screen.
�❶MMIf the SPECIAL menu screen is 

displayed, use the Function Setup 
switch so that the arrow indicates 
‘PRIVACY’.

❷MMSelect a desired mode using the 
Function Setup switch.

 - AREA :  You can select up to 4 
PRIVACY areas.

 -  MODE :  Determines whether to use the 
area selected in the AREA.

 -  MASK COLOR :  Determine area color. You can select Green, Red, Blue, Black, White, Gray.

 - TRANSPARENCY :  Adds or removes transparency from the masking area.

 - TOP / BOTTOM / LEFT / RIGHT :  Adjust the size and position of the selected area. 

 - RETURN :  Return to the SPECIAL menu.

DEFOG 
▶ 1. LEVEL MIDDLE

 2. RETURN

PRIVACY AREA SETUP
▶ 1. AREA AREA1
 2. MODE OFF
 3. MASK COLOR GREEN
 4. TRANSPARENCY OFF
 5. TOP IIIIIIIIIIIIIIIIIIIII  10

 6. BOTTOM IIIIIIIIIIIIIIIIIIIII  50
 7. LEFT IIIIIIIIIIIIIIIIIIIII  10
 8. RIGHT IIIIIIIIIIIIIIIIIIIII  40
 9. RETURN
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camera operation
 y moTion :  This product generates signals each time an object movement is 

detected in the four areas of the screen so efficient monitoring can be 
achieved.

�❶MMIf the SPECIAL menu screen is 
displayed, use the Function Setup 
switch so that the arrow indicates 
‘MOTION’.

❷MMSelect a desired mode using 
the Function Setup switch.

 - DET.AREA :  Set the areas of motion detection.
 y SEL AREA :  Select from four areas that users want.
 y MODE :  Determine whether to use the selected area.
 y TRANSPARENCY : Adds or removes transparency from the masking area.
 y TOP/BOTTOM/LEFT/RIGHT :  Area location can be adjusted.
 y RETURN :  Return to the MOTION DET menu.

 - SENSITIVITY :  Set the sensitivity of the motion detection. When you adjust the 
higher level, the more sensitive.

 - RETURN :  Return to the SPECIAL menu.

ExiT

Select a desired EXIT mode using the Function Setup switch depending on the 
camera purpose.

 y saVE : Save the current settings and exit the MAIN SETUP menu.
 y noT saVE :  Do not save the current settings and exit the MAIN SETUP menu.
 y rEsET :   Revert camera to factory settings. (The language, communication and 

lens settings will remain the same).

MOTION DET
▶ 1. DET. AREA  

 2.  SENSITIVITY   IIIIIIIIIIIIIIIIIIIII  5
 3. RETURN 
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troubleshooting
TroublEshooTing
If you have trouble operating your camera, refer to the following table. 
If the guidelines do not enable you to solve the problem, contact an authorized technician.

Problems Troubleshooting

Nothing appears on the screen.  y Check that the power cord and line connection between the 
camera and monitor are properly connected.

 y Check that you have properly connected BNC cable to the 
camera.

 y Check the type of lens.

The image on the screen is dim.  y Is lens stained with dirt? Clean your lens with soft, clean cloth.
 y Set the monitor or DVR to the proper condition. 
 y   If the camera is exposed to very strong light, change the 

camera position.

The image on the screen is dark.  y Adjust the contrast feature of the monitor or DVR.
 y  If you have an intermediate device, set the 75Ω / Hi-z 

properly. 

The camera is not working 
properly, and the surface of the 
camera is hot.

 y Check that you have properly connected the camera to an 
appropriate power source. 

he DAY/NIGHT menu does not work.  y Check that AGC of EXPOSURE SETUP menu is ‘OFF’.

Color is not correct.  y Check the setting of WHITE BAL SETUP menu 

The screen flickers continually.  y Ensure the camera is not pointing towards the sun.
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sPECifiCaTions

sCD-6023rn sCD-6023rP
Video

Imaging Device 1/2.9” 2M CMOS
Total Pixels 2,000(H) x 1,121(V) 2.24M pixels
Effective Pixels 1,984(H) x 1,105(V) 2.19M pixels
Scanning System Progressive Scan
Horizontal Resolution 1000TVL�

Min. Illumination
Color :  0.45Lux (F2.1, 50IRE); 0.25Lux (F2.1, 30IRE)
B/W  : 0Lux(IR LED on)

S / N Ratio 52dB (AGC off, Weight on)
Video Output BNC(AHD, CVBS Selectable)
Resolution 1920 x 1080
Max, Framerate 30fps @1080p, 30fps@ 720p
Lens Type 

Focal Length (Zoom Ratio) 4mm
Max. Aperture Ratio F2.1
Angular Field of View H : 82.2˚/ V : 44.1˚/D : 97.8˚
Min. Object Distance 0.5m (1.64ft)
Focus Control Manual
Lens Type Fixed
Mount Type Board-in type
Operational

On Screen Display

Multi-language Support(16)
 English, Japanese, Spanish, French, Portuguese, Korean, 
German, Italian, Russian, Polish, Czech, Romanian, Serbian, 
Swedish, Danish, Turkish

Camera Title Off / On (Displayed 15 characters)
Day & Night Auto (ICR) / Color / B/W
Backlight Compensation Off / User BLC / HLC
Wide Dynamic Range D-WDR
Digital Noise Reduction SSNR4 ( Off / On )
Defog AUTO / MANUAL / OFF

specifications
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sCD-6023rn sCD-6023rP
Motion Detection Off / On(4 zones) 
Privacy Masking Off / On (4 zones rectangle)
Gain Control Off / Low / Middle / High / Very High
White Balance ATW / Outdoor / Indoor / Manual / AWC(1,800K° ~ 10,500K°)
Electronic Shutter 
Speed

1 sec ~ 1/12,000 sec

Reverse Off / H-Rev / V-Rev / HV-Rev
Profile Basic, Day & Night, Backlight, ITS, Indoor, User
Alarm Not support
Remote control 
interface

Coaxial

Protocol Coax :  ACP
IR Distance 15m(49.21ft)
Video Transmission 
Distance

500m(75-5 Coaxial Cable)

Environmental

Operating Temperature 
/ Humidity

-10°C ~ +55°C (+14°F ~ +131°F) / Less than 90% RH

Electrical

Input Voltage 12VDC±10% 
Power Consumption Max. 4.2W
Mechanical

Color / Material Ivory / Plastic
Dimension  (WxHxD) 86X Φ110mm
Weight 231g

※MMThe specification for this product may change without prior notice for product improvement.
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DimEnsion

Unit: mm (inch)
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